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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT
S E R I E S

MODELOV� ZNA�ENê

MODEL NUMBERING

1

MACHINE TYPE

CT: Cylinder bed type interlock

FT: Flat bed type interlock

CTL: Cylinder bed interlock (with left hand knife)

STITCHING CODE:

46: 2-needle, 3-thread (without top cover thread mechanism)

47: 3-needle, 4-thread (without top cover thread mechanism)

62: 2-needle, 4-thread 

65: 3-needle, 5-thread

APPLICATION CODE

00-0: General plain seaming (basic type)

03-0: Tape binding

(Details at following pages)

NEEDLE DISTANCE

40 : 4,0 mm

48 : 4,8 mm

56 : 5,6 mm

64 : 6,4 mm

STITCH PLATE TONGUE SHAPE

L : for light weight material

M : for medium weight material

S : for special sewing requirement

OPTIONAL DEVICES

RP : rear puller

UCP-1 : pneumatic top/under thread trimmer

(Details at following pages)

TYPOVç ÛADA

CT : Ramenov� proveden�

FT : Ploch� proveden�

CTL: Ramenov� proveden� s oÞezem materi�lu z lev� strany

ROZLIáOVACê KîD

46 : 2-jehlovù, tÞ�nitnù stroj (bez horn�ho kryt�)

47 : 3-jehlovù, �tyÞnitnù stroj (bez horn�ho kryt�)

62 : 2-jehlovù, �tyÞnitnù stroj

65 : 3-jehlovù, p�tinitnù stroj

APLIKA�Nê KîD

00-0 : b�ìn� äit� (z�kladn� model)

03-0 : lemov�n�

(Detaily naleznete na dalä�ch str�nk�ch)

ROZTE�  JEHEL

40 : 4,0 mm

48 : 4,8 mm

56 : 5,6 mm

64 : 6,4 mm

TYP STEHOV� DESKY

L : pro lehk� materi�ly

M : pro stÞedn� siln� materi�ly

S : speci�ln� poìadavky

VOLITELN� PÛêSLUáENSTVê

RP : Odtahovù v�lec

UCP-1 : Pneumatickù odstÞih (v�etn� horn� kryc� nit�)

(Detaily naleznete na dalä�ch str�nk�ch)

1

2

3

4

5

6

1

2

3

4

5

6

1 2 3 4 5 6



CHARAKTERISTIKA :

GENERAL FEATURES:

● Maxim�ln� ot��ky stroje 6000 stehó/min.

● Obvod ramene u CT Serie jen 280 mm (u strojó bez odtahov�ho 

v�lce) obr. A

● UzavÞen� maz�n� pomoc� �erpadla. Lehce vùm�nnù olejovù filtr. (obr. B)

● Jemn� a pÞesn� nastaviteln� diferenci�ln� pod�v�n�. (obr. C)

● Jednoduch� nastaven� d�lky stehu  (obr. D)

● Chlazen� jehel a nit� silikonovùm olejem, zabraËuje poäkozen� jehel 

a nit�. (obr. E, F)

● Jako pohonn� jednotky doporu�ujeme pouì�t:

¥ Spojkovù motor Garudan 3x400V/2850 ot. 560W

¥ Spojkovù motor Garudan 1x230V/2850 ot. 560W

¥ Servomotor GARUDAN HVP
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

● Max. high speed up to 6000 S.P.M.

● Cylinder circumference 280 mm (without puller). (Fig. A)

● With auto oiling system ensuring sufficient lubrication, 

with cartridge oil filter, easy for replacement & cleaning. (Fig. B)

● Easy micro-adjustment of differential feeding ratio, even during 

running operation. (Fig C)

● Push-button type stitch length regulator. (Fig. D)

● With thread & needle cooling, lubricating system; avoiding 

the thread & needle breakage, skip stitching. (Fig. E, Fig. F)

● Following motor specification is recommended:

¥ Clutch motor Garudan 3x400V/2850 rpm 560W

¥ Clutch motor Garudan 1x230V/2850 rpm 560W

¥ Servomotor GARUDAN HVP

CT
S E R I E S

obr. A / Fig. A obr. B / Fig. B obr. C / Fig. C

obr. D / Fig. D obr. E / Fig. E obr. F / Fig. F



CT-6200-0-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CT-6200-0-48M 2 4 4.8 5 #10 ● UCP-1

CT-6500-0-56M 3 5 5.6 5 #11
6000

● UCE-1

CT-6500-0-64M 3 5 6.4 5 #11 ● UCP2*

* CT-4600-0-40M 2 3 4.0 7 #10 ● UCE-2*

* CT-4700-0-56M 3 4 5.6 3.6 1 : 2.9 7 #11 ● BOC

AVAILABLE

DEVICE

CHARAKTERISTIKA:

● Stroje jsou ur�eny pro b�ìn� äit�. Pouìit�m dalä�ch apar�tó lze stroj 

pouì�t i pro äit� (jinùch) speci�ln�ch operac�.

● Se strojem je dod�v�no standardn� vybaven� na zakon�en� d�lky 

(podehnut� materi�lu)

POUëITê:

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� a stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê:

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● BOC: Lemova� pro ramenov� interloky. S t�mto apar�tkem móìete 

i na z�kladn�m modelu stroje lemovat sv� vùrobky (Lemov�n� väak 

nebude tak kvalitn� jako pÞi pouìit� speci�ln�ho stroje ur�en�ho pro 

lemov�n� CT-6503). PÞi objedn�vce tohoto apar�tku pros�m uve�te : 

typ lemov�n�, ä�Þku p�sky pÞed olemov�n�m a poìadovanou ä�Þku 

po olemov�n�. 

C T 0 0 - 0
ZçKLADNê áITê 

GENERAL PLAIN SEAMING
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6500-0-56M

FEATURES:

● For general plain seaming; can be equipped with various attachments 

for different sewing operations.

● General bottom hemming device is supplied as standard attachment 

for bottom hemming operation on general medium weight fabric. 

APPLICATION:

● Knit underwear, briefs, sportswear, etc. 

● Light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines 

with top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines with 

top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UCE-2: Electric under thread trimmer (for machines without 

top cover thread)

● BOC: BED-ON TYPE TAPE BINDER (For cylinder bed interlock). 

With this attachment, basic model can be applied for tape binding 

operation, but the performance will not be as good as while using 

tape binding M/C (CT-6503). This attachment is not a standard 

equipment; can be supplied by separate order only; detail spec. 

such as ply, opening size & finished size should be specified. 

#605

#602

#407

#406

CT
S E R I E S

A P P L I C A T I O N  C O D E

● Stavitelnù zaklada� d�lky

● Bottom hemming device

● Lemova�

● Bed-on type tape binder

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Stroje jsou ur�eny pro lemov�n� prókr�n�kó u tri�ek, nohavi�ek u slipó atd.

● Z dóvodu róznùch poìadavkó na ä�Þku p�sky, ä�Þi olemov�n� a tlouäéky 

äit�ho materi�lu nen� lemova� sou��st� stroje. PÞi objedn�vce 

specifikujte vùäe uveden� poìadavky.

POUëITê:

● Tri�ka, p�nsk� slipy, 

d�tsk� oble�en� atd.

● Lehk� a stÞedn� 

t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● TFS : Bo�n� pÞedd�vkovac� zaÞ�zen�

C T 0 3 - 0
A P P L I C A T I O N  C O D E

LEMOVçNê 

TAPE BINDING (COLLARETTE BINDING)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6503-0-56M

FEATURES:

● With tape binding device, suitable for binding tape on openings 

of neck or leg of underwear, T-shirts, briefs.

● Tape binding folder is not supplied as standard attachment due 

to usersÔ various demands of spec. sizes. For separate order 

of the folders, detailed spec., such as ply, opening size, finished size 

should be specified.

APPLICATION:

● Knit underwear, T-shirts, briefs, etc. 

● Light to medium weight material

OPTIONAL DEVICES:

● RP: Rear puller 

● TFS: Side tape feeding device

CT
S E R I E S

CT-6203-0-40M 2 4 4.0 1.4 1 : 0.3 5 #10

CT-6203-0-48M 2 4 4.8 5 #10

CT-6503-0-56M 3 5 5.6 5 #11
6000

● RP

CT-6503-0-64M 3 5 6.4 5 #11 ● TFS

* CT-4603-0-40M 2 3 4.0 7 #10

* CT-4703-0-56M 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

#406 #605

#407

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Levù vodi� materi�lu je pÞipevn�n na stehov� desce, 

kter� je upravena pro ukon�ov�n� d�lek i velmi slabùch materi�ló.

● Levù vodi�, ur�enù pro äit� stÞedn� silnùch materi�ló je dod�v�n 

se strojem..

POUëITê:

● Vùrobky z pletenùch materi�ló, 

spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly.

VOLITELN� PÛêSLUáENSTVê:

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

C T 11 - 0
A P P L I C A T I O N  C O D E

UKON�ENê (ZA�IáT�Nê) D�LKY (PRO JEMN�, LEHK� A STÛEDN� T�ëK� MATERIçLY) 

BOTTOM HEMMING (FOR THIN, LIGHT AND MEDIUM WEIGHT MATERIAL) 
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-4611-0-40M

FEATURES:

● Left hand side fabric guide of the bottom hemming attachment 

is installed on needle plate, which is suitable for hemming operation 

on thin, light and soft fabrics.

● One extra left hand side fabric guide (P/N#C130207B700) is provided 

as standard attachment for hemming operation on general medium 

weight fabric. 

APPLICATION:

● MenÔs & womenÔs underwear, sportswear, etc. 

● Thin, light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines 

with top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines 

with top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines 

without top cover thread)

● UCE-2: Electric under thread trimmer (for machines 

without top cover thread)

CT
S E R I E S

CT-6211-0-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CT-6211-0-48M 2 4 4.8 5 #10 ● UCP-1

CT-6511-0-56M 3 5 5.6 5 #11
6000

● UCE-1

CT-6511-0-64M 3 5 6.4 5 #11 ● UCP2*

* CT-4611-0-40M 2 3 4.0 7 #10 ● UCE-2*

* CT-4711-0-56M 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

● Stavitelnù vodi�

● Fabric Guide

● Levù vodi�

● Fabric Guide

#605 #407 #406

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD

CHARAKTERISTIKA:

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. áev je ve speci�ln�m

veden� poloìen na bok a pot� pÞeäit. Pouì�v� se pro zpevn�n� nebo 

jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 3 mm. 

POUëITê:

● Vùrobky z pletenùch materi�ló, 

spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê:

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

C T 13 - 0
ROZEáêVçNê áVñ (POLOëENê áVU NA BOK, áEV MUSê BøT Uëáê NEë 3MM)

OVERLOCK SEAM COVERING (FOLDING OVER, OVERLOCK SEAM WIDTH UNDER 3.0 MM) 
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6513-0-56M

FEATURES:

● With overlock seam covering attachment, specially for covering (folding 

over) overlock seams. The overlock seams can be folded over at the same

side and fastened off on the fabric, such as overlock seams on the neck

opening, sleeve cuff of  T-shirts, sportswear and underwear, etc. 

● Suitable for covering overlock seams, where seam width is under 3.0 mm. 

APPLICATION:

● Knit underwear, T-shirts, briefs, etc. 

● Light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with 

top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines 

with top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UCE-2: Electric under thread trimmer (for machines without 

top cover thread)

#406#602

CT
S E R I E S

A P P L I C A T I O N  C O D E

CT-6213-0-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CT-6213-0-48M 2 4 4.8 5 #10 ● UCP-1

CT-6513-0-56M 3 5 5.6 5 #11
6000

● UCE-1

CT-6513-0-64M 3 5 6.4 5 #11 ● UCP2*

* CT-4613-0-48M 2 3 4.0 7 #10 ● UCE-2*

* CT-4713-0-56M 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

● Vodi� materi�lu

● Seam covering attachment (folding over)



CHARAKTERISTIKA:

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. áev je ve 

speci�ln�m veden� zaveden pod patku a pot� pÞeäit (vznikne plochù 

äev).Pouì�v� se pro zpevn�n� nebo jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 3 mm. 

POUëITê:

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly.

VOLITELN� PÛêSLUáENSTVê:

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

C T 13 - 1
A P P L I C A T I O N  C O D E

ROZEáêVçNê áVñ (NA PLOCHO, áEV MUSê BøT Uëáê NEë 3MM)

OVERLOCK SEAM COVERING (FLATTENING OUT, OVERLOCK SEAM WIDTH UNDER 3.0 MM)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6513-1-56M

FEATURES:

● With overlock seam covering attachment, specially for covering 

(flattening out) overlock seams. The overlock seams can be flattened 

out and fastened off at the center of fabrics joints, such as overlock 

seams on the neck openings, sleeve cuffs of T-shirts, knit-sportswear, 

and childrenÔs wear.

● Suitable for covering overlock seams, where seam width is under 3.0 mm.

APPLICATION:

● Knit underwear, T-shirts, sportswear, etc. 

● Light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with 

top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines with 

top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UCE-2: Electric under thread trimmer (for machines without 

top cover thread)

#605

#407#406

CT
S E R I E S

CT-6213-1-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CT-6213-1-48M 2 4 4.8 5 #10 ● UCP-1

CT-6513-1-56M 3 5 5.6 5 #11
6000

● UCE-1

CT-6513-1-64M 3 5 6.4 5 #11 ● UCP2*

* CT-4613-1-48M 2 3 4.0 7 #10 ● UCE-2*

* CT-4713-1-56M 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

● Vodi� materi�lu

● Seam covering attachment (flattening out)

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



C T 13 - 2
ROZEáêVçNê áVñ (POLOëENê áVU NA BOK, áEV MUSê BøT Uëáê NEë 6 MM)

OVERLOCK SEAM COVERING (FOLDING OVER, OVERLOCK SEAM WIDTH UNDER 6.0 MM)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6513-2-56M

FEATURES :

● With overlock seam covering attachment, specially for covering 

(folding over) overlock seams. The overlock seams can be folded over 

at the same side and fastened off on the fabric, such as overlock seams

on the neck openings, sleeve cuffs of T-shirts, sportswear, underwear, etc.

● Suitable for covering overlock seams, where seam width is under 6.0 mm.

APPLICATION:

● Knit underwear, T-shirts, sportswear, etc. 

● Light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with 

top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines with 

top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UCE-2: Electric under thread trimmer (for machines without 

top cover thread)

CT
S E R I E S

A P P L I C A T I O N  C O D E

CT-6213-2-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CT-6213-2-48M 2 4 4.8 5 #10 ● UCP-1

CT-6513-2-56M 3 5 5.6 5 #11
6000

● UCE-1

CT-6513-2-64M 3 5 6.4 5 #11 ● UCP2*

* CT-4613-2-48M 2 3 4.8 7 #10 ● UCE-2*

* CT-4713-2-56M 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

#602

#407 #406

● Vodi� materi�lu

● Seam covering attachment 

(folding over)

CHARAKTERISTIKA:

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. áev je 

ve speci�ln�m veden� poloìen na bok a pot� pÞeäit.Pouì�v� se pro 

zpevn�n� nebo jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 6 mm. 

POUëITê:

● Vùrobky z pletenùch materi�ló, 

spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Tyto stroje jsou ur�eny pro naä�v�n� gumi�ky nebo gumokrajky 

pÞi vùrob� spodn�ho  pr�dla.

● Mechanick� d�vkov�n� je rovnom�rn� a pÞesn�.

● Nastaven� pÞedp�t� je velmi jednoduch�.

● Sou��st� stroje je zaklada�, kterù pÞehne materi�l (5mm) 

pÞed pÞiäit�m gumi�ky.

POUëITê:

● Spodn� pr�dlo 

● Lehk� materi�ly

● Naä�van� gumi�ka nesm� 

bùt äirä� v�ce jak 80 mm.

VOLITELN� PÛêSLUáENSTVê :

● TFU: Elektrick� horn� pÞedd�vkovac� zaÞ�zen� (ä�Þe max.70mm)

C T 3 9 - 1
NAáêVçNê GUMI�KY - GUMOKRAJKY

ELASTIC TAPE OR LACE ATTACHING (WITHOUT FABRIC TRIMMER)

9

HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6539-1-56M

FEATURES:

● With mechanical upper metering device, tension and feeding amount 

of elastic tape or lace can be controlled evenly and accurately.

● With Micro-Adjust mechanism, feeding amount & tension 

can be adjusted easily.

● With fabric edge folder, fabric edge can be folded upward for about 

5.0 mm before attaching the elastic tape or lace.

APPLICATION:

● WomenÔs underwear, briefs.

● Light weight materials.

● Elastic tape or lace max. applicable width: max 80 mm

OPTIONAL DEVICES:

● TFU: Upper tape feeding device (roller width: max 70 mm)

#602

#406

CT
S E R I E S

A P P L I C A T I O N  C O D E

CT-6539-1-56M 3 5 5.6 1.4 1 : 0.3 5

CT-6539-1-64M 3 5 6.4 5
#11 4500 ● TFU

* CT-4639-1-56M 3 4 5.6 7

* CT-4739-1-64M 3 4 6.4 3.6 1 : 2.9 7

AVAILABLE

DEVICE

● Zaklada� materi�lu

● Fabric folder

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Pneumatickù zaklada� a nap�nac� v�lce TR-1 jsou  ur�eny pro vä�v�n� 

elastick�ho pasov�ho l�mce. 

● Odklopnù zaklada� je ovl�d�n pneumaticky, pomoc� kolenn�ho sp�na�e,

��mì se zefektivËuje äic� proces.

● Pouìit�m pneumatickùch odstÞihó UCP-1 nebo UCP-2 se zrychl� 

a zkvalitn� vùroba.

● Vùsledn� ä�Þe l�mce: 7/8"(22mm) aì 1 1/2"(38mm). 

POUëITê:

● D�msk� a p�nsk� spodn� pr�dlo.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

C T 4 2 - 0
A P P L I C A T I O N  C O D E

VáêVçNê ELASTICK�HO PASOV�HO LêMCE (PNEUMATICKø TYP)

TUBULAR KNIT ELASTIC WAIST BAND ATTACHING (PNEUMATIC TYPE)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6542-0-56M / UCP-1

FEATURES:

● With pneumatic folder slider and TR-1 device (fabric tension 

controlling device) specially for attaching tubuler knit elastic waist 

band on briefs.

● Movements of the folder slider is driven by compressed air 

and controlled by the knee controller, which provides more 

labor-saving and efficiency during the sewing operation.

● Using of the pneumatic type under bed thread trimmer devices 

(UCP-1 or UCP-2) is recommended for better sewing quality 

and higher operation efficiency.

● Applicable waist width: 7/8"(22mm) Ð 1 1/2"(38mm) (finished size)

APPLICATION:

● MenÔs and womenÔs knit briefs.

● Light to medium weight material.

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with 

top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

CT
S E R I E S

CT-6542-0-56M 3 5 5.6 1.4 1 : 0.3 5 #11 ● RP

CT-6542-0-64M 3 5 6.4 5 #11
6000

● UCP-1

* CT-4742-0-56M 3 4 5.6 7 #11 ● UCP-2*

* CT-4742-0-64M 3 4 6.4 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

#605

#407

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Manu�ln� ovl�danù zaklada� a nap�nac� v�lce TR-1 jsou  ur�eny 

pro vä�v�n� elastick�ho pasov�ho l�mce. 

● Odklopnù zaklada� je ovl�d�n mechanicky levou nohou 

nebo kolenn� p�kou.

● Mechanick� proveden� nevyìaduje pÞ�vod stla�en�ho vzduchu 

a ovl�d�n� je velmi jednoduch�.

POUëITê:

● D�msk� a p�nsk� spodn� pr�dlo.

● Lehk� aì stÞedn� t�ìk� materi�ly

● Vùsledn� ä�Þe l�mce: 7/8"(22mm) aì 1 1/2"(38mm). 

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

C T 4 2 - 2
VáêVçNê ELASTICK�HO PASOV�HO LêMCE (MECHANICKø  TYP)

TUBULAR KNIT ELASTIC WAIST BAND ATTACHING (MANUAL TYPE)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6542-2-56M

FEATURES:

● With manual type folder slider and TR-1 device (fabric tension 

controlling device) specially for attaching tubuler knit elastic waist 

band on briefs.

● The folder slider is simply operated by pushing the pedal of knee 

controller. Due to cost saving design and operating manually, 

no compressed air or electricity required, the installation 

and maintenance of this device is very easy.

APPLICATION:

● MenÔs and womenÔs knit briefs.

● Light to medium weight material.

● Applicable waist width: 7/8"(22mm) Ð 1 1/2"(38mm) (finished size)

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with 

top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines with 

top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UCE-2: Electric under thread trimmer (for machines without 

top cover thread)

CT
S E R I E S

A P P L I C A T I O N  C O D E

CT-6542-2-56M 3 5 5.6 1.4 1 : 0.3 5 #11 ● RP

CT-6542-2-64M 3 5 6.4 5 #11
6000

● UCP-1

* CT-4742-2-56M 3 4 5.6 7 #11
● UCE-1

* CT-4742-2-64M 3 4 6.4 3.6 1 : 2.9 7 #11

● UCP-2*

● UCE-2*

AVAILABLE

DEVICE

#605

#407

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Stroje jsou vybaveny zaklada�em, kterù pÞehne okraj vùrobku  a mechanismem 

oÞezu materi�lu, kterù odÞ�zne pÞebyte�nou ��st materi�lu. Ten je  ods�n do 

sb�rn�ho koäe. T�m je zajiät�no velmi kvalitn� a pÞesn� äit�, kter� jiì nen� tÞeba 

ì�dnùm jinùm zpósobem upravovat.

● Pro zajiät�n� ods�n� odÞ�znut�ho materi�lu mus� bùt pouìito jedno 

z n�sleduj�c�ch zaÞ�zen� :

¥ SV-001: Ods�vac� zaÞ�zen� (motor s n�dobou a hadicemi)

¥ SV-002: Ods�vac� zaÞ�zen� (motor s n�dobou a hadicemi zabudov�n 

v kompaktn� skÞ�ni)

¥ CV-007: Venturi device (zaÞ�zen� pro pÞipojen� na rozvod stla�en�ho vzduchu)

POUëITê : 

● Ukon�en� (za�iät�n�) d�lek u tri�ek, polokoäil apod.

● Lehk� aì stÞedn� t�ìk� materi�ly

● á�Þka zahnut� : 3/4" (19mm) aì 1 1/2" (38mm).

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UCE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● TR-2: Nap�nac� v�lce

CTL(L)11-0
A P P L I C A T I O N  C O D E

UKON�ENê (ZA�IáT�Nê) D�LKY (S OÛEZEM MATERIçLñ VLEVO OD JEHEL A ODSçNêM ODÛêZNUT�HO MATERIçLU) 

BOTTOM HEMMING (WITH LEFT HAND KNIFE & FABRIC CHIPS SUCTION PIPE)
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CTL-4611-0-56M/UCP-2

FEATURES:

● With hemming folder, left hand side fabric trimmer and fabric chips suction pipe, 

suitable for hemming operation on tubular fabric, such as cuff or bottom of 

T-shirts, polo shirts. The tubular fabric can be folded downward smoothly and 

the sewing operation continues while the folded fabric edge is trimmed by the 

left hand knife before it is sewn. In the meanwhile, fabric chips and dust can be 

sucked into the waste collection bag through the pipe.

● For fabric chips suction, one of the following vacuum/venturi devices should be 

installed.

¥ SV-001: Vacuum device (blower motor with drum and hose)

¥ SV-002: Vacuum device (blower motor & waste basket compacted in one iron case)

¥ CV-007: Venturi device (whenever compressed air is available)

APPLICATION:

● Suitable for hemming operation on cuff, sleeve opening and bottom 

of T-shirts, polo shirts, etc.

● Light to medium weight material.

● Applicable waist width: 3/4"(19mm) Ð 1 1/2" (38mm) (finished size)

OPTIONAL DEVICES:

● RP: Rear puller 

● UCP-1: Pneumatic top/under thread trimmer (for machines with top cover thread)

● UCE-1: Electric top/under thread trimmer (for machines with top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without top cover thread)

● UCE-2: Electric under thread trimmer (for machines without top cover thread)

● TR-2: Fabric tension controlling device (tension roller set)

CTL
S E R I E S

CTL-6211-0-40M 2 4 4.0 1.4 1 : 0.3 5 #10 ● RP

CTL-6211-0-48M 2 4 4.8 5 #10 ● UCP-1

CTL-6511-0-56M 3 5 5.6 5 #11
4500

● UCE-1

CTL-6511-0-64M 3 5 6.4 5 #11 ● UCP2*

* CTL-4611-0-40M 2 3 4.0 7 #10 ● UCE-2*

* CTL-4711-0-56M 3 4 5.6 3.6 1 : 2.9 7 #11 ● TR-2

AVAILABLE

DEVICE

#407 #605

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Stroje jsou vybaveny stavitelnùm vodi�em gumy, pneumatickùm odklopnùm 

zaklada�em, kterù pÞehne okraj vùrobku  a mechanismem oÞezu materi�lu, 

kterù odÞ�zne pÞebyte�nou ��st materi�lu. Ten je  ods�n do sb�rn�ho koäe. 

T�m je zajiät�no velmi kvalitn� a pÞesn� äit�, kter� jiì nen� tÞeba ì�dnùm jinùm 

zpósobem upravovat.

● Pro zajiät�n� ods�n� odÞ�znut�ho materi�lu mus� bùt pouìito jedno 

z n�sleduj�c�ch zaÞ�zen�:

¥ SV-001: Ods�vac� zaÞ�zen� (motor s n�dobou a hadicemi)

¥ SV-002: Ods�vac� zaÞ�zen� (motor s n�dobou a hadicemi zabudov�n 

v kompaktn� skÞ�ni)

¥ CV-006: Venturi device (zaÞ�zen� pro pÞipojen� na rozvod stla�en�ho vzduchu) 

mus� bùt pouìito vìdy

● Pouìit�m odstÞihu nit� zajist�te vyää� kvalitu äit� a v�tä� produktivitu pr�ce.

● Odtahovù v�lec RP a nap�nac� v�lce TR-2 jsou  dod�v�ny standardn�

POUëITê : 

● Spodn� pr�dlo, sportovn� oble�en� apod.

● Lehk� aì stÞedn� t�ìk� materi�ly.

● á�Þka zahnut� : 3/4" (19mm) aì 1 3/4" (44mm)

● á�Þe gumy : 1/2" (13mm)  aì 1 1/4" (32mm)

VOLITELN� PÛêSLUáENSTVê :

● RP: Odtahovù v�lec

● UCP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UCP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

CTL(L)45-0

13

HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

CTL-4645-0-56M/UCP-2

FEATURES:

● Equipped with pneumatic elastic tape holder slider and fabric guide left hand 

side fabric trimmer, fabric chips suction pipe and TR-2 device (fabric tension 

controlling device). Pre-closed elastic tape can be inserted smoothly into waists 

of tubular goods. The sewing operation continues while folded fabric edge 

is trimmed by the left hand knife. In the meantime, fabric chips and dust 

can be sucked into the waste collection bag through the suction pipe.

● For fabric chips suction, one of the following vacuum/venturi devices should 

be installed.

¥ SV-001: Vacuum device (blower motor with drum and hose)

¥ SV-002: Vacuum device (blower motor & waste basket compacted in one iron case)

¥ CV-007: Venturi device (whenever compressed air is available)

● Using of the pneumatic under-bed thread trimmer (UCP) is recommended 

for better sewing quality and high efficiency.

● Rear puller (RP) is installed as standard equipment. 

APPLICATION:

● MenÔs & womenÔs knit underwear, paints, trousers, etc.

● Light to medium weight material.

● Applicable waist width: 3/4" (19mm) Ð  1 1/2" (44mm) (finished size)

● Applicable elastic tape width: 1/2" (13mm) Ð  1 1/4" (32mm)

OPTIONAL DEVICES:

● UCP-1: Pneumatic top/under thread trimmer (for machines with top cover thread)

● UCP-2: Pneumatic under thread trimmer (for machines without top cover thread)

CTL
S E R I E S

A P P L I C A T I O N  C O D E

CTL-6245-0-40M/RP 2 4 4.0 1.4 1 : 0.3 5 #10 ● UCP-1

CTL-6245-0-48M/RP 2 4 4.8 5 #10 ● UCP2*

CTL-6545-0-56M/RP 3 5 5.6 5 #11
4500

CTL-6545-0-64M/RP 3 5 6.4 5 #11

* CTL-4645-0-40M/RP 2 3 4.0 7 #10

* CTL-4745-0-56M/RP 3 4 5.6 3.6 1 : 2.9 7 #11

AVAILABLE

DEVICE

#406 #602

VLOëENê A ZAáITê UZAVÛEN� GUMY 

INSERTING PRE-CLOSED ELASTIC TAPE INTO WAISTS OF TUBULAR GOODS 

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD

INDUSTRIAL SEWING MACHINES



● Pouìiteln� pro väechny stroje CT a CTL Serie.

● Odtahovù v�lec je poh�n�n strojem pÞes mechanickou pÞevodovku.

● Dva typy v�lcó : plastovù ozubenù Ð vhodnù pro äit� materi�ló 

s velkùm pnut�m (elasticitou)

gumovù hladkù Ð vhodnù pro äit� materi�ló s malùm pnut�m (elasticitou)

● Standardn� dod�van� plastov� ozuben� v�lce (horn� 30zubó, spodn� 

15 zubó). Krom� stroje CT-6542/RP, kterù je standardn� dod�v�n 

s gumovùmi v�lci.

● Odtahovù v�lec se nedod�v� samostatn�, ale vìdy jen namontov�n 

na stroji.

C T B O C
O P T I O N A L  D E V I C E

LEMOVA� PRO RAMENOV� INTERLOKY

BED-ON TYPE BINDER FOR CYLINDER BED INTERLOCK MACHINES 
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6500-0-56M/BOC

● Suitable for all CT & CTL Series M/Cs.

● Upper feed roller is driven simultaneously by the mechanical transmission

mechanism.

● Plastic toothed rollers & rubber rollers are available and supplied 

at userÔs option. For sewing fabric with strong elasticity, toothed rollers 

are suggested. For sewing fabric with weak elasticity, rubber rollers 

are suggested.

● Unless otherwise stated, all RP devices are installed with toothed rollers

(standard spec.: upper feed roller: 30 teeth, lower feed roller: 

15 teeth). CT-6542/RP is installed with rubber rollers as standard spec.

● Due to the mechanical structure, RP device is supplied together with 

machine head only.

C T R P
O P T I O N A L  D E V I C E

ODTAHOVø VçLEC PRO RAMENOV� INTERLOKY

REAR PULLER FOR CYLINDER BED INTERLOCK MACHINES

C T T R
O P T I O N A L  D E V I C E

NAPêNACê VçLCE

FABRIC TENSION CONTROLLING DEVICE (TENSION ROLLER)

● S t�mto apar�tkem móìete i na z�kladn�m modelu stroje lemovat sv� vùrobky (Lemov�n� väak 

nebude tak kvalitn� jako pÞi pouìit� specieln�ho stroje pro lemov�n� CT-6503). PÞi objedn�vce 

tohoto apar�tku uve�te : typ lemov�n�, ä�Þku p�sky pÞed olemov�n�m a poìadovanou ä�Þku 

po olemov�n�. 

● Pouìiteln� pro CT-6500, CT-6200, CT-4700, CT-4600

● With this attachment, basic model can be applied for tape binding operation, but the performance

will not be as good as tape binding M/C CT-6503. This attachment is not standard equipment, 

can be supplied separate order only, detailed spec. such as ply, opening size & finished size 

should be specified.

● Suitable for CT-6500, CT-6200, CT-4700, CT-4600

CT
S E R I E S

● TR-1: Vhodnù pro CT-6542, CT-6242, CT-4742, CT-4642

● TR-2: Vhodnù pro CTL-6545, CTL-6245, CTL-4745, CTL-4645

● TR-1: As standard equipment of CT-6542, CT-6242, CT-4742, CT-4642

● TR-2: As standard equipment of CTL-6545, CTL-6245, CTL-4745, CTL-4645

● Ozubenù plastovù 

odtahovù v�lec

● Plastic toothed roller

● Gumovù odtahovù v�lec

● Ruber roller

TR-1 TR-2

CT-6500-056/RP1



C T U C E
ELEKTROMAGNETICKø ODSTÛIH NITê PRO RAMENOV� STROJE

ELECTRIC UNDER BED THREAD TRIMMING SYSTEM FOR CYLINDER BED INTERLOCK MACHINES
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6500-0-56M/UCE-1

CT
S E R I E S

O P T I O N A L  D E V I C E

UCE-1 ● ● ●

UCE-2 ● ● ●

UCE-3 ● ● ● * ●

MODEL
Odstřih spodní a jehelních nití

Under bed thread trimmer

(UTC)

Odstřih horní krycí nitě

Top cover thread trimmer

(STC)

Odhazovač nití

Wiper

(WPB)

Zdvih patky

Presser foot lifter

ELECTRIC

CHARAKTERISTIKA :

● Pouìitelnù pro väechny stroje CT Serie. Lze ho dodat pouze spole�n� se strojem.

● Doporu�ujeme pouì�t ve spojen� se servomotorem Garudan HVP Serie.

FEATURES:

● Suitable for all CT series machines, but can only be supplied together with machine head.

● Should be used together with servomotor Garudan HVP Series.

● UTC: elektromagnetickù odstÞih 
spodn� a jeheln�ch nit�

● UTC: Electric under bed 
thread trimmer 

● WPB: elektromagnetickù odhazova� nit�
● WPB: Electric wiper

● STC : elektromagnetickù odstÞih horn� 
kryc� nit�

● STC: Electric top covering thread trimmer 

● A/KE: Elektromagnetickù 
zdvih patky

● STC: Electric top covering 
thread trimmer 

U C E - 1
1 2 3 4

● Under bed thread trimmer device 

● Model: C Ð cylinder bed interlock, F Ð flat bed interlock

● Power: P Ð pneumatic, E Ð electric 

● combination of devices

1

2

3

4

* BALENO S PÛêSLUáENSTVêM,   * PACKED IN THE ACCESORIES BOX

● OdstÞih spodn� a jeheln�ch nit�

● Typ stroje: C - ramenov�, F - ploch�

● Ovl�d�n�: P Ð pneumatick�, E Ð elektromagnetick�

● kombinace dalä�ch vybaven� (viz. tabulka dole)

1

2

3

4



CHARAKTERISTIKA :

● Pouìitelnù pro väechny stroje CT Serie. Lze ho dodat pouze spole�n� 

se strojem.

● Doporu�ujeme pouì�t ve spojen� se servomotorem Garudan HVP Serie.

● Doporu�enù tlak vzduchu 5kg/cm
2

nebo 70PSI.

C T U C P
O P T I O N A L  D E V I C E

PNEUMATICKø ODSTÛIH NITê PRO RAMENOV� STROJE

PNEUMATIC UNDER BED THREAD TRIMMING SYSTEM FOR CYLINDER BED INTERLOCK MACHINES
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HIGH SPEED  CYLINDER

BED INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

CT-6500-0-56M/UCP-1

FEATURES:

● Suitable for all CT series machines, but can only be supplied together 

with machine head.

● Should be used together with servomotor Garudan HVP Series.

● Compressed air is necessary (5 kg/cm
2

or 70 PSI).

CT
S E R I E S

● UTB: pneumatickù odstÞih spodn� 
a jeheln�ch nit�

● UTB: Pneumatic under bed 
thread trimmer 

● STB: pneumatickù odstÞih horn� kryc� nit�
● STB: Pneumatic top covering thread trimmer

● WPC: pneumatickù odhazova� nit�
● WPC: Pneumatic wiper

● WPB: elektromagnetickù 
odhazova� nit�

● WPB: Electric wiper

● A/KP: pneumatickù zdvih patky
● A/KP: Pneumatic presser foot lifter 

UCP-1 ● ● ●

UCP-2 ● ● ●

UCP-3 ● ● ● * ●

UCP-4 ● ● ● ● *
UCP-5 ● ● ●

MODEL Odstřih spodní a jehelních nití
Under bed thread trimmer

(UTB)

Odstřih horní krycí nitě
Top cover thread trimmer

(STB)

Odhazovač nití
Wiper
(WPC)

Zdvih patky
Presser foot lifter

Odhazovač nití
Wiper
(WPB)

PNEUMATIC ELECTRIC

U C P - 1
1 2 3 4

● Under bed thread trimmer device 

● Model: C Ð cylinder bed interlock, F Ð flat bed interlock

● Power: P Ð pneumatic, E Ð electric 

● combination of devices

1

2

3

4

* BALENO S PÛêSLUáENSTVêM, * PACKED IN THE ACCESORIES BOX

● OdstÞih spodn� a jeheln�ch nit�

● Typ stroje: C - ramenov�, F - ploch�

● Ovl�d�n�: P Ð pneumatick�, E Ð elektromagnetick�

● kombinace dalä�ch vybaven� (viz. tabulka dole)

1

2

3

4
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HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT
S E R I E S

F T - 6 5 0 9 - 0 - 5 6 M / T C P / T F U

MODELOV� ZNA�ENê

MODEL NUMBERING

MACHINE TYPE

FT: Flat bed type interlock

CT: Cylinder bed type interlock

STITCHING CODE

46:  2-needle, 3-thread (without top cover thread mechanism)

47:  3-needle, 4-thread (without top cover thread mechanism)

62:  2-needle, 4-thread

65:  3-needle, 5-thread

APPLICATION CODE

00-0: General plain seaming (basic type)

03-0: Tape binding

(Details at following pages)

NEEDLE DISTANCE

40 : 4,0 mm

48 : 4,8 mm

56 : 5,6 mm

64 : 6,4 mm

STITCH PLATE TONGUE SHAPE

L: for light weight material

M: for medium weight material

S: for special sewing requirement

OPTIONAL DEVICES

TCP-1: Pneumatic tape cutter (knee control)

TFU: Upper tape feeding device

(Details at following pages)

TYPOVç ÛADA

FT: Ploch� proveden�

CT: Ramenov� proveden�

ROZLIáOVACê KîD

46:  2-jehlovù, tÞ�nitnù stroj (bez horn�ho kryt�)

47 : 3-jehlovù, �tyÞnitnù stroj (bez horn�ho kryt�)

62 : 2-jehlovù, �tyÞnitnù stroj

65 : 3-jehlovù, p�tinitnù stroj

APLIKA�Nê KîD

00-0 : b�ìn� äit� (z�kladn� model)

03-0 : lemov�n�

(Detaily naleznete na dalä�ch str�nk�ch)

ROZTE� MEZI JEHLAMI

40 : 4,0 mm

48 : 4,8 mm

56 : 5,6 mm

64 : 6,4 mm

TYP STEHOV� DESKY

L: pro lehk� materi�ly

M: pro stÞedn� siln� materi�ly

S: speci�ln� poìadavky

VOLITELN� PÛêSLUáENSTVê

TCP-1: Pneumatickù odsek (ovl�danù kolenn�m sp�na�em)

TFU: Horn� pÞedd�vkovac� zaÞ�zen�

(Detaily naleznete na dalä�ch str�nk�ch)

1

2

3

4

5

6

1

2

3

4

5

6

1 2 3 4 5 6



● Maxim�ln� ot��ky stroje 6000 stehó/min.

● UzavÞen� tlakov� maz�n� pomoc� �erpadla. Lehce vùm�nnù

olejovù filtr. (obr. A)

● Jednoduch� nastaven� d�lky stehu. (obr. B)

● Jemn� a pÞesn� nastaviteln� diferenci�ln� pod�v�n�. (obr. C)

● Chlazen� jehel a nit� silikonovùm olejem, zabraËuje 

poäkozen� jehel a nit�. (obr. D, E)

✶ Jako pohonn� jednotky doporu�ujeme pouì�t :

¥ Spojkovù motor Garudan 3x400V/2850 ot 560W

¥ Spojkovù motor Garudan 1x230V/2850 ot 560W

¥ Servomotor GARUDAN HVP
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HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

● Max. high speed up to 6000 S.P.M. 

● With auto oiling system ensuring sufficient lubrication, 

with cartridge oil filter, easy for replacement & cleaning. (Fig. A)

● Push-button type stitch length regulator. (Fig. B)

● Easy micro-adjustment of differential feed ratio, even during 

running operation. (Fig. C)

● With thread and needle cooling, lubricating system avoiding 

the thread & needle breakage, skip stitch. (Fig. D, Fig. E)

✶ Following motor specification is recommended:

¥ Clutch motor Garudan 3x400V/2850 rpm 560W

¥ Clutch motor Garudan 1x230V/2850 rpm 560W

¥ N.P. motor GARUDAN HCB

¥ Servomotor GARUDAN HVP

FT
S E R I E S

CHARAKTERISTIKA

GENERAL FEATURES

obr. A / Fig. A obr. B / Fig. B obr. C / Fig. C

obr. D / Fig. D obr. E / Fig. E



FEATURES:

● For general plain seaming, can be equipped with various attachments 

for different sewing operations.

● General bottom hemming device is supplied as standard attachment 

for bottom hemming operations on general medium weight fabric.

APPLICATION:

● Knit underwear, briefs, sportswear, etc.

● Light to medium weight materials.

OPTIONAL DEVICES:

● UFP-1: Pneumatic top/under thread trimmer (for machines 

with top cover thread)

● UFE-1: Electric top/under thread trimmer (for machines with 

top cover thread)

● UFP-2: Pneumatic under thread trimmer (for machines without 

top cover thread)

● UFE-2: Electric under thread trimmer (for machines without 

top cover thread)

● BOF: BED-ON TYPE TAPE BINDER (for flat bed interlock). With this 

attachment, basic model can be applied for tape binding operations, 

but the performance will not be as good as of tape binding M/C FT-6503.

This attachment is not a standard equipment; it can be supplied by 

separate order only; detailed spec. such as ply, opening size & finished 

size should be specified.

● TB: Reinforcing tape binding att. for attaching reinforcing tape on cross 

seam of menÕs briefs or sportswear to reinforce the overlock seam. 

Usually, TB device is applied on 6.4 mm gauge FT M/C without top cover

thread. Standard folder size: opening: 7/8", finished: 3/8".

CHARAKTERISTIKA:

● Stroje ur�eny pro b�ìn� äit�, pouìit�m 

dalä�ch apar�tó lze stroj pouì�t

i pro äit� jinùch speci�ln�ch operac�

● Se strojem je dod�v�no standardn� 

vybaven� na zakon�en� d�lky 

(podehnut� materi�lu)

POUëITê:

● Vùrobky z pletenùch materi�ló, 

spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� a stÞedn� siln� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● UFP-1: Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFE-1: Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFP-2: Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UFE-2: Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● BOF: Lemova� pro ploch� interlocky. S t�mto apar�tkem móìete i na 

z�kladn�m modelu stroje lemovat sv� vùrobky (Lemov�n� väak nebude 

tak kvalitn� jako pÞi pouìit� speci�ln�ho stroje pro lemov�n� FT-6503). 

PÞi objedn�vce tohoto apar�tku pros�m uve�te : typ lemov�n�, ä�Þku 

p�sky pÞed olemov�n�m a poìadovanou ä�Þku po olemov�n�. 

● TB: Zakl�d�n� a naä�v�n� p�sky. Obvykle se pouì�v� spole�n� 

se strojem s rozpichem jehel 6,4mm bez horn�ho kryt�. Zaklada�: vstup 

p�sky 7/8"(22mm), vùstup 3/8"(9,5mm). 

F T 0 0 - 0
ZçKLADNê áITê 

GENERAL PLAIN SEAMING

19

HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6500-0-56M

FT
S E R I E S

A P P L I C A T I O N  C O D E

FT-6200-0-40M 2 4 4.0 1.4 1 : 0.7 5 #10 ● UFP-1

FT-6200-0-48M 2 4 4.8 5 #10 ● UFP-2*

FT-6500-0-56M 3 5 5.6 5 #11
6000

● UFE-1

FT-6500-0-64M 3 5 6.4 5 #11 ● UFE-2*

* FT-4600-0-40M 2 3 4.0 7 #10 ● BOF

* FT-4700-0-56M 3 4 5.6 3.6 1 : 2.0 7 #11 ● TB*

AVAILABLE

DEVICE

● Vybaven� na zakon�en� d�lky
● Bottom heaming device

● Lemova� BOF
● BOF: BED-ON type tape binder

● Naä�v�n� p�sky
● TB: Reinforcing tape binding ATT

#406

#602

#407

#605

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Stroje ur�eny pro lemov�n� prókr�n�kó u tri�ek, nohavi�ek u slipó atd.

● Z dóvodu róznùch poìadavkó na ä�Þku p�sky, ä�Þi olemov�n� a tlouäéky 

äit�ho materi�lu nen� lemova� sou��st� stroje. PÞi objedn�vce 

specifikujte vùäe uveden� poìadavky.

POUëITê:

● Tri�ka, p�nsk� slipy, 

d�tsk� oble�en�  atd.

● Lehk� aì stÞedn� 

t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê:

● TCP-1: Pneumatickù odsek p�sky (max.ä�Þka 45mm)

● TCE-1: elektromagnetickù odsek p�sky (max. ä�Þka 45 mm)

● TFS: Bo�n� pÞedd�vkovac� zaÞ�zen� (maxim�ln� ä�Þe 70mm)

F T 0 3 - 0
A P P L I C A T I O N  C O D E

LEMOVçNê

TAPE BINDING
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HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6503-0-56M

FT-6503-0-56M/TCP-1

FEATURES:

● With tape binding device, suitable for binding tape on openings 

of neck or legs of underwear, T-shirts, briefs. 

● Tape binding folder is not supplied as standard attachment due 

to userÕs various demands of spec. sizes. For separate order 

of the folders, detailed spec. such as ply, opening size, and finished 

size should be specified.

APPLICATION:

● Knit underwear, briefs, T-shirts, etc.

● Light to medium weight materials.

OPTIONAL DEVICES:

● TCP-1: Pneumatic tape cutter (knee control, max. tape width: 45 mm)

● TCE-1: Electric tape cutter (knee control, max. tape width: 45 mm)

● TFS: Side tape feeding device (roller width: 70 mm)

FT
S E R I E S

FT-6203-0-40M 2 4 4.0 1.4 1 : 0.7 5 #10 ● TCP-1

FT-6203-0-48M 2 4 4.8 5 #10 ● TCE-1

FT-6503-0-56M 3 5 5.6 5 #11
6000

● TFS

FT-6503-0-64M 3 5 6.4 5 #11

* FT-4603-0-40M 2 3 4.0 7 #10

* FT-4703-0-56M 3 4 5.6 3.6 1 : 2.0 7 #11

AVAILABLE

DEVICE

#406 #605

#407

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Levù vodi� materi�lu je pÞipevn�n na stehov� desce, kter� je upravena

pro ukon�ov�n� d�lek i velmi slabùch materi�ló.

POUëITê :

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Jemn� a lehk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● UFP-1 : Pneumatickù odstÞih nit� 

(pro stroje s horn�m kryt�m)

● UFE-1 : Elektromagnetickù odstÞih nit� 

(pro stroje s horn�m kryt�m)

● UFP-2 : Pneumatickù odstÞih nit� 

(pro stroje bez horn�ho kryt�)

● UFE-2 : Elektromagnetickù odstÞih nit� 

(pro stroje bez horn�ho kryt�)

FEATURES:

● Left hand side fabric guide of the bottom hemming attachment 

is installed on needle plate, which is suitable for hemming operations 

on thin, light weight & soft fabrics.

APPLICATION:

● MenÕs & womenÕs underwear, sportswear, etc.

● Thin, light to medium weight materials.

OPTIONAL DEVICES:

● UFP-1: Pneumatic top/under thread trimmer (for machines with top 

cover thread)

● UFE-1: Electric top/under thread trimmer (for machines with top cover 

thread)

● UFP-2: Pneumatic under thread trimmer (for machines without top 

cover thread)

● UFE-2: Electric under thread trimmer (for machines without top cover 

thread)

FT APPLICATION11-0CODE

UKON�ENê D�LKY (PRO JEMN�, LEHK� A STÛEDN� SILN� MATERIçLY) 

BOTTOM HEMMING (FOR THIN, LIGHT WEIGHT MATERIAL)
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-4611-O-40M

FT
S E R I E S

FT-6211-0-40M 2 4 4.0 1.4 1 : 0.7 5 #10

FT-6211-0-48M 2 4 4.8 5 #10
● UFP-1

FT-6511-0-56M 3 5 5.6 5 #11
● UFP-2*

FT-6511-0-64M 3 5 6.4 5 #11
6000 ● UFE-1

* FT-4611-0-40M 2 3 4.0 7 #10
● UFE-2*

* FT-4711-0-56M 3 4 5.6 3.6 1 : 2.0  7 #11

AVAILABLE

DEVICE

#605 #407 #406

* STROJE BEZ HORNêHO KRYTê

* MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. 

áev je ve speci�ln�m veden� poloìen na bok a pot� pÞeäit.

Pouì�v� se pro zpevn�n� nebo jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 3 mm. 

POUëITê :

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● UFP-1 : Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFE-1 : Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFP-2 : Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UFE-2 : Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

FT APPLICATION13-0CODE

ROZEáêVçNê áVñ (POLOëENê áVU NA BOK, áEV MUSê BøT Uëáê NEë 3 mm)

OVERLOCK SEAM COVERING (FOLDING OVER, OVERLOCK SEAM WIDTH UNDER 3.0 mm)
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6513-0-56M

FEATURES:

● With overlock seam covering attachment, specially for covering (folding

over) overlock seams. The overlock seams can be folded over at the 

same side and fastened off on the fabric, such as overlock seams on the 

neck openings, sleeve cuffs of T-shirts, sportswear and underwear, etc. 

● Suitable for covering overlock seams, where seam width is under 3.0 mm.

APPLICATION:

● Knit underwear, sportswear, T-shirts, etc.

● Light to medium weight materials.

OPTIONAL DEVICES:

● UFP-1: Pneumatic top/under thread trimmer (for machines with top 

cover thread)

● UFE-1: Electric top/under thread trimmer (for machines with top cover 

thread)

● UFP-2: Pneumatic under thread trimmer (for machines without top 

cover thread)

● UFE-2: Electric under thread trimmer (for machines without top cover 

thread)

#602

● vodi� äit�ho d�la

● seam covering attachment

#406

FT
S E R I E S

FT-6213-0-40M 2 4 4.0 1.4 1 : 0.7 5 #10

FT-6213-0-48M 2 4 4.8 5 #10
● UFP-1

FT-6513-0-56M 3 5 5.6 5 #11
● UFE-1

FT-6513-0-64M 3 5 6.4 5 #11
6000 ● UFP-2*

* FT-4613-0-48M 2 3 4.8 7 #10
● UFE-2*

* FT-4713-0-56M 3 4 5.6 3.6 1 : 2.0  7 #11

AVAILABLE

DEVICE

* STROJE BEZ HORNêHO KRYTê

* MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. áev je ve speci-

�ln�m veden� zaveden pod patku a pot� pÞeäit (vznikne plochù

äev).Pouì�v� se pro zpevn�n� nebo jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 3 mm. 

POUëITê :

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● UFP-1 : Pneumatickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFE-1 : Elektromagnetickù odstÞih nit� (pro stroje s horn�m kryt�m)

● UFP-2 : Pneumatickù odstÞih nit� (pro stroje bez horn�ho kryt�)

● UFE-2 : Elektromagnetickù odstÞih nit� (pro stroje bez horn�ho kryt�)

FT APPLICATION13-1CODE

ROZEáêVçNê áVñ (NA PLOCHO, áEV MUSê BøT Uëáê NEë 3 mm)

OVERLOCK SEAM COVERING (FLATTENING OUT, OVERLOCK SEAM WIDTH UNDER 3.0 mm)
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6513-1-56M

FEATURES:

● With overlock seam covering attachment, specially for covering (flattening

out) overlock seams. The overlock seams can be flattened out and fastened

off at the center of fabrics joints, such as overlock seams on the neck 

openings, sleeve cuffs of T-shirts, knit-sportswear and childrenÕs wear. 

● Suitable for covering overlock seams, where seam width is under 3.0 mm.

APPLICATION:

● Knit underwear, sportswear, T-shirts, etc.

● Light to medium weight materials.

OPTIONAL DEVICES:

● UFP-1: Pneumatic top/under thread trimmer (for machines with top 

cover thread)

● UFE-1: Electric top/under thread trimmer (for machines with top 

cover thread)

● UFP-2: Pneumatic under thread trimmer (for machines without top 

cover thread)

● UFE-2: Electric under thread trimmer (for machines without top cover 

thread)

#605

#407

#406

FT
S E R I E S

● vodi� äit�ho d�la

● seam covering attachment

FT-6213-1-40M 2 4 4.0 1.4 1 : 0.7 5 #10

FT-6213-1-48M 2 4 4.8 5 #10
● UFP-1

FT-6513-1-56M 3 5 5.6 5 #11
● UFE-1

FT-6513-1-64M 3 5 6.4 5 #11
6000 ● UFP-2*

* FT-4613-1-48M 2 3 4.8 7 #10
● UFE-2*

* FT-4713-1-56M 3 4 5.6 3.6 1 : 2.0  7 #11

AVAILABLE

DEVICE

* STROJE BEZ HORNêHO KRYTê

* MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Stroje ur�en� pro rozeä�v�n� ävó seäitùch overlockem. 

áev je ve speci�ln�m veden� poloìen na bok a pot� pÞeäit.

Pouì�v� se pro zpevn�n� nebo jako ozdobnù steh.

● Maxim�ln� ä�Þka obnitkovac�ho stehu pÞed rozeä�v�n�m je 6 mm. 

POUëITê :

● Vùrobky z pletenùch materi�ló, spodn� pr�dlo, sportovn� oble�en� atd.

● Lehk� aì stÞedn� t�ìk� materi�ly

VOLITELN� PÛêSLUáENSTVê :

● UFP-1 : Pneumatickù odstÞih nit� 

(pro stroje s horn�m kryt�m)

● UFE-1 : Elektromagnetickù odstÞih nit� 

(pro stroje s horn�m kryt�m)

● UFP-2 : Pneumatickù odstÞih nit� 

(pro stroje bez horn�ho kryt�)

● UFE-2 : Elektromagnetickù odstÞih nit� 

(pro stroje bez horn�ho kryt�)

FT APPLICATION13-2CODE

ROZEáêVçNê áVñ (POLOëENê áVU NA BOK, áEV MUSê BøT Uëáê NEë 6 mm)

OVERLOCK SEAM COVERING (FOLDING OVER, OVERLOCK SEAM WIDTH UNDER 6.0 mm)
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6513-2-56M

FEATURES:

● With overlock seam covering attachment, specially for covering (folding

over) overlock seams. The overlock seams can be folded over at the 

same side and fastened off on the fabric, such as overlock seams on 

the neck openings, sleeve cuffs of T-shirts, sportswear and underwear, etc. 

● Suitable for covering overlock seams, where seam width is under 6.0 mm.

APPLICATION:

● Knit underwear, sportswear, T-shirts, etc.

● Light to medium weight materials.

OPTIONAL DEVICES:

● UFP-1: Pneumatic top/under thread trimmer (for machines with top cover

thread)

● UFE-1: Electric top/under thread trimmer (for machines with top cover 

thread)

● UFP-2: Pneumatic under thread trimmer (for machines without top 

cover thread)

● UFE-2: Electric under thread trimmer (for machines without top cover 

thread)

#602 #406 #407

FT
S E R I E S

FT-6213-2-40M 2 4 4.0 1.4 1 : 0.7 5 #10

FT-6213-2-48M 2 4 4.8 5 #10
● UFP-1

FT-6513-2-56M 3 5 5.6 5 #11
● UFE-1

FT-6513-2-64M 3 5 6.4 5 #11
6000 ● UFP-2*

* FT-4613-2-48M 2 3 4.8 7 #10
● UFE-2*

* FT-4713-2-56M 3 4 5.6 3.6 1 : 2.0  7 #11

AVAILABLE

DEVICE

● vodi� äit�ho d�la

● seam covering attachment

* STROJE BEZ HORNêHO KRYTê

* MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● Tyto stroje jsou ur�eny pro naä�v�n� gumi�ky nebo gumokrajky 

pÞi vùrob� spodn�ho  pr�dla. Mechanick� d�vkov�n� je rovnom�rn� 

a pÞesn�.

● Nastaven� pÞedp�t� je velmi jednoduch�.

● Sou��st� stroje je vybaven� pro oÞez materi�lu, kter� odÞez�v� 

pÞebyte�nù spodn� materi�l.

POUëITê :

● Spodn� pr�dlo 

● Lehk� a stÞedn� siln� materi�ly

● Naä�van� gumokrajka nesm� bùt 

äirä� neì 80 mm, gumi�ka 25 mm.

VOLITELN� PÛêSLUáENSTVê :

● TCP-1: Pneumatickù odsek p�sky (max.ä�Þka 45mm)

● TCE-1: elektromagnetickù odsek p�sky (max. ä�Þka 45 mm)

● TFU: Elektrick� horn� pÞedd�vkovac� zaÞ�zen� (ä�Þe max.70mm)

F T 3 9 - 0
NAáêVçNê GUMI�KY - GUMOKRAJKY (S OÛEZEM MATERIçLU)

ELASTIC TAPE OR LACE ATTACHING (WITH RIGHT HAND SIDE FABRIC TRIMMER)
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HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6539-0-56M

FEATURES:

● With mechanical upper metering device, tension and feeding amount 

of elastic tape or lace can be controlled evenly and accurately.

● With Micro-Adjust mechanism, feeding amount & tension 

can be adjusted easily.

● With right hand side fabric trimmer, fabric edge can be trimmed 

smoothly.

APPLICATION:

● WomenÕs underwear, briefs, etc.

● Light to medium weight materials.

● Max. applicable width: lace: 80 mm, elastic tape: 25 mm

OPTIONAL DEVICES:

● TCP-1: Pneumatic tape cutter (knee control, max. tape width: 45 mm)

● TCE-1: Electric tape cutter (knee control, max. tape width: 45 mm)

● TFU: Upper tape feeding device (roller width: 70 mm)

FT
S E R I E S

A P P L I C A T I O N  C O D E

FT-6239-0-40M 2 4 4.0 1.4 1 : 0.7 5 #10

FT-6239-0-48M 2 4 4.8 5 #10
● TCP-1FT-6539-0-56M 3 5 5.6 5 #11

4500 ● TCE-1
FT-6539-0-64M 3 5 6.4 5 #11

● TFU
* FT-4639-0-40M 2 3 4.0 7 #10

* FT-4739-0-56M 3 4 5.6 3.6 1 : 2.0 7 #11

AVAILABLE

DEVICE

#602

#407

● OÞez materi�lu zprava
● Right hand side trimmer

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA:

● Tyto stroje jsou ur�eny pro naä�v�n� gumi�ky nebo gumokrajky 

pÞi vùrob� spodn�ho  pr�dla. Mechanick� d�vkov�n� je rovnom�rn� 

a pÞesn�.

● Nastaven� pÞedp�t� je velmi jednoduch�.

● Sou��st� stroje je zaklada�, kterù pÞehne materi�l (5mm) pÞedt�m 

neì je gumi�ka pÞiäita.

POUëITê:

● Spodn� pr�dlo 

● Lehk� materi�ly

● Naä�van� gumi�ka nesm� bùt äirä� v�ce jak 80 mm.

VOLITELN� PÛêSLUáENSTVê:

● TCP-1: Pneumatickù odsek p�sky (max. ä�Þka 45mm)

● TCE-1: elektromagnetickù odsek p�sky (max. ä�Þka 45 mm)

● TFU: Elektrick� horn� pÞedd�vkovac� zaÞ�zen� (ä�Þe max. 70mm)

F T 3 9 - 1
A P P L I C A T I O N  C O D E

NAáêVçNê GUMI�KY - GUMOKRAJKY

ELASTIC TAPE OR LACE ATTACHING (WITHOUT FABRIC TRIMMER)
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HIGH SPEED  FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6539-1-56M

FEATURES:

● With mechanical upper metering device, tension and feeding amount 

of elastic tape or lace can be controlled evenly and accurately.

● With Micro-Adjust mechanism, feeding amount & tension 

can be adjusted easily.

● With fabric edge folder, fabric edge can be folded upward for about 

5.0 mm before attaching the elastic tape or lace. 

APPLICATION:

● WomenÕs underwear, briefs.

● Light weight materials.

● Elastic tape or lace max. applicable width: 80 mm

OPTIONAL DEVICES:

● TCP-1: Pneumatic tape cutter (knee control, max. tape width: 45 mm)

● TCE-1: Electric tape cutter (knee control, max. tape width: 45 mm)

● TFU: Upper tape feeding device (max. roller width: 70 mm)

FT
S E R I E S

FT-6539-1-56M 5 5.6 1.4 1 : 0.7 5

FT-6539-1-64M 5 6.4 5 ● TCP-1

* FT-4739-1-56M
3

4 5.6 7
#11 4500 ● TCE-1

* FT-4739-1-64M 4 6.4 3.6 1 : 2.0 7
● TFS

AVAILABLE

DEVICE

#602

#406

* STROJE BEZ HORNêHO KRYTê,   * MACHINES WITHOUT TOP COVER THREAD



CHARAKTERISTIKA :

● 4-jehlovù, 6-nitnù plochù stroj pro seä�v�n� dvou materi�ló kter� nejsou 

seäity overlockem, (napÞ�klad u krokovùch ävó). T�m vznikne velmi pevnù,

plochù äev.

● Stroj se dod�v� se dv�ma stavitelnùmi  vodi�i materi�lu.

Stroj äije tÞ�dou stehu 607 (4 jehly, 6 nit�), pÞestoìe je  5 jehlovù. 

(Nenavle�ete levou jehlu)

● Instalac� p�t� jehly móìe horn� smy�kova�  l�pe zachytit nit a t�m 

zabr�n� staìen� ävu.

POUëITê :

● D�msk� a p�nsk� spodn� pr�dlo, 

sportovn� oble�en� atd.

● Jemn�, lehk� a stÞedn� siln� materi�ly

FT APPLICATION6760-0CODE

4-JEHLOVø, 6-NITNø PLOCHø STROJ PRO SESAZOVçNê KROKOVøCH áVñ, ZPEVN�Nê atd.

4-NEEDLE, 6-THREAD FLAT BED INTERLOCK MACHINES (PLAIN SEAMING, CLOSING CROTCH 

OF BRIEFS OR SEAM REINFORCING)
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6760-0-64M

FEATURES:

● 4-needle, 6-thread, plain seaming for closing or reinforcing the seam 

of  2 pieces of fabrics (which are not pre-seamed by overlock), such 

as closing of crotches of briefs, underwear, etc. 

● With special fabric guide, edges of 2 pieces of fabrics can be jointed 

easily & smoothly before sewn.

● The stitching code of this model is #607 (4-needle, 6-thread), however 

there are total 5 needles equipped. While using, no threading is needed

for the left needle. Installing this extra needle is to get the looper thread 

loosen properly while the M/C runs, and prevent the stitching from 

over-tightened.

APPLICATION:

● MenÕs & womenÕs underwear, sportswear, etc.

● Thin, light to medium weight materials.

● stavitelnù vodi� materi�lu

● adjusted fabric guide

FT
S E R I E S

UY118GKS

FT-6760-0-60M
(FL118GCS)

6.0 1.4 1 : 0.7
X4

6 5 #10 6000 Ð

FT6760-0-64M
FLG-8

6.4 3.6 1 : 2.0
(SY8608)

X1

AVAILABLE

DEVICEUY118GKS
(FL118GCS)

#607



CHARAKTERISTIKA :

● Pouìitelnù pro väechny stroje FT Serie, ale lze ho dodat pouze 

spole�n� se strojem

● Doporu�ujeme pouì�t ve spojen� se servomotorem Garudan HVP Serie

FT OPTIONALUFEDEVICE

UFE : ELEKTROMAGNETICKø ODSTÛIH NITê PRO PLOCH� STROJE

UFE: ELECTRIC UNDER BED THREAD TRIMMING SYSTEM FOR FLAT BED INTERLOCK MACHINES
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT-6500-056M/UFE-1

FEATURES:

● Suitable for all FT series machines, but can only be supplied together 

with machine head. 

● Should be used together with servomotor Garudan HVP Series.

● UTE:  elektromagnetickù odstÞih 

spodn� a jeheln�ch nit�

● UTE: Electric under bed thread 

trimmer

● WPD: elektromagnetickù 

odhazova� nit�

● WPD: Electric wiper

● STE: elektromagnetickù odstÞih 

horn� kryc� nit�

● STE: Electric top cover thread 

trimmer

● A/KE: elektromagnetickù 

zdvih patky

● A/KE: Electric presser 

foot lifter

FT
S E R I E S

U F E - 1
1 2 3 4

● Under bed thread trimmer device 

● Model: C Ð cylinder bed interlock, F Ð flat bed interlock

● Power: P Ð pneumatic, E Ð electric 

● combination of devices

1

2

3

4

● OdstÞih spodn� a jeheln�ch nit�

● Typ stroje: C - ramenov�, F - ploch�

● Ovl�d�n�: P Ð pneumatick�, E Ð elektromagnetick�

● kombinace dalä�ch vybaven� (viz. tabulka dole)

1

2

3

4

UFE-1 ● ● ●

UFE-2 ● ● ●

UFE-3 ● ● ● * ●

MODEL
Odstřih spodní a jehelních nití

Under bed thread trimmer

(UTE)

Odstřih horní krycí nitě

Top cover thread trimmer

(STE)

Odhazovač nití

Wiper

(WPD)

Zdvih patky

Presser foot lifter

ELECTRIC

* BALENO S PÛêSLUáENSTVêM   * PACKED IN THE ACCESORIES BOX



UFP : PNEUMATICKø ODSTÛIH NITê PRO PLOCH� STROJE

PNEUMATIC UNDER BED THREAD TRIMMING SYSTEM FOR FLAT BED INTERLOCK MACHINESFT OPTIONALUFPDEVICE
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HIGH SPEED FLAT BED

INTERLOCK MACHINES

INDUSTRIAL SEWING MACHINES

FT
S E R I E S

FT-6500-056M/UFP-1

● UTD: pneumatickù odstÞih spodn� 
a jeheln�ch nit�

● UTD: Pneumatic under bed thread 
trimmer

● STD: pneumatickù odstÞih horn� kryc� nit�

● STD: Pneumatic top cover thread trimmer

● A/KP: pneumatickù zdvih patky

● A/KP: Pneumatic presser foot lifter

UFP-1 ● ● ●

UFP-2 ● ● ●

UFP-3 ● ● ● * ●

UFP-4 ● ● ● ● *
UFP-5 ● ● ●

MODEL Odstřih spodní a jehelních nití
Under bed thread trimmer

(UTD)

Odstřih horní krycí nitě
Top cover thread trimmer

(STD)

Odhazovač nití
Wiper
(WPC)

Zdvih patky
Presser foot lifter

Odhazovač nití
Wiper
(WPB)

U F P - 1
1 2 3 4

● Under bed thread trimmer device 

● Model: C Ð cylinder bed interlock, F Ð flat bed interlock

● Power: P Ð pneumatic, E Ð electric 

● combination of devices

1

2

3

4

* BALENO S PÛêSLUáENSTVêM   * PACKED IN THE ACCESORIES BOX

● OdstÞih spodn� a jeheln�ch nit�

● Typ stroje: C - ramenov�, F - ploch�

● Ovl�d�n�: P Ð pneumatick�, E Ð elektromagnetick�

● kombinace dalä�ch vybaven� (viz. tabulka dole)

1

2

3

4

PNEUMATIC ELECTRIC

● WPC: pneumatickù odhazova� nit�

● WPC: Pneumatic wiper

● WPD: elektromagnetickù odhazova� 

nit�

● WPD: Electric wiper

FEATURES:

● Suitable for all FT series machines, but can only be supplied together 

with machine head. 

● Should be used together with servomotor Garudan HVP Series.

● Compressed air is necessary (5 kg/cm
2

or 70 PSI)

CHARAKTERISTIKA :

● Pouìitelnù pro väechny stroje FT Serie, ale lze ho dodat pouze 

spole�n� se strojem

● Doporu�ujeme pouì�t ve spojen� se servomotorem Garudan HVP Serie

● Doporu�enù tlak vzduchu 5kg/cm
2

nebo 70PSI
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OPTION

DEVICES

INDUSTRIAL SEWING MACHINES

CT, FT
S E R I E S

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
M C 18 C -

ELEKTRONICK� DçVKOVçNê S 27 PROGRAMOVøMI MêSTY.

ELECTRONIC ELASTIC TAPE FEEDING DEVICE WITH 27 PROGRAMMABLE PLACES

● 5 programó - po 18 sekc�ch, a 22 programó po -  9 sekc�ch, kter� mohou bùt ovl�d�ny 

automaticky nebo manu�ln�. 

● 5 programs per 18 sections, and 22 programs per 9 sections, can be operated 

automatically or manually.

57

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
M C S 6 C -

ELEKTRONICK� DçVKOVçNê 

ELECTRONIC ELASTIC TAPE FEEDING DEVICE 

● Elektronick� d�vkov�n�, moìnost volby ze 6 sekc�, kter� mohou bùt ovl�d�ny 

automaticky nebo kolenn�m sp�na�em.Toto zaÞ�zen� je ur�eno pro mont�ì na stroj.

● Electronic elastic tape feeding device. It is possible to choose from 6 sections, which 

can be operated automatically or by the knee switch. This device is designed 

for mounting onto the machine.

57

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
M C S 6 U -

ELEKTRONICK� DçVKOVçNê 

ELECTRONIC ELASTIC TAPE FEEDING DEVICE 

● Elektronick� d�vkov�n�, moìnost volby ze 6 sekc�, kter� mohou bùt ovl�d�ny

automaticky nebo kolenn�m sp�na�em.Toto zaÞ�zen� je ur�eno pro dodate�nou 

mont�ì na pl�t äic�ho stroje.

● Electronic elastic tape feeding device. It is possible to choose from 6 sections, 

which can be operated automatically or by the knee switch. This device is designed 

for additional mounting onto the table top.

57
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OPTION

DEVICES

INDUSTRIAL SEWING MACHINES

CT, FT
S E R I E S

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
M C S 6 B -

ELEKTRONICK� DçVKOVçNê 

ELECTRONIC ELASTIC TAPE FEEDING DEVICE 

● Elektronick� d�vkov�n�, moìnost volby ze 6 sekc�, kter� mohou bùt ovl�d�ny 

automaticky nebo kolenn�m sp�na�em.Toto zaÞ�zen� je ur�eno pro mont�ì na stroj.

● Electronic elastic tape feeding device. It is possible to choose from 6 sections, 

which can be operated automatically or by the knee switch. This device is designed 

for mounting onto the machine.

57

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
P Y - C

ODTAHOVø VçLEC

PULLER

● Odtahovù v�lec pro ploch� interlocky FT ÐSerie. Zajiäéuje spolehliv� 

pod�n� äit�ho d�la.

● Puller for FT Ð series flat bed interlocks. Ensures secure feed of the sewn material.

V O L I T E L N �  P Û ê S L U á E N S T V ê

O P T I O N A L  D E V I C E
M D L  3 0 -

MECHANICK� DçVKOVACê ZAÛêZENê PRO INTERLOCKY UR�EN� PRO MONTçë NA PLçT áICêHO STROJE

MECHANIC FEEDING DEVICE FOR OVERLOCKS MACHINES, DESIGNED FOR MOUNTING ONTO THE TABLE

TOP
● MDL 30-2 max. ä�Þe 50mm

MDL 30-4 max. ä�Þe 100mm

● MDL 60-2 max. width 50mm

MDL 60-4 max. width 100mm

2
4



● Reguluje a ovl�d� stla�enù vzduch, kterù dod�v� 

kompresor

● Pneumatickù ventil je ovl�d�n mechanicky ped�lem.

V okamìiku seäl�pnut� ped�lu za�ne vznikat podtlak, 

kterù ods�v� poìadovanù materi�l. Toto proveden�

m� n�zkou hlu�nost a nevyìaduje ì�dnù elektrickù 

zdroj.

● Pouìiteln� pro väechny interlocky pouì�vaj�c� 

spojkov� motory i servomotory.

NapÞ. CTL-6511, CTL-4711, CTL-6545, CTL-4745 É.

● Operated by compressed air, 

this air compressor is necessary while using this device.

● Air valve is controlled by foot pedal, and is opened only when the compressed air is needed. Low noise and electricity saving.

● Applicable to cylinder bed interlock M/Cs with fabric trimmers (using clutch motors or servo motors), such as CTL-6511, CTL-4711, CTL-6545, CTL-4745 É.

● Reguluje a ovl�d� stla�enù vzduch, kterù dod�v� 

kompresor

● Pneumatickù ventil je ovl�d�n mechanicky ped�lem.

V okamìiku seäl�pnut� za�ne vznikat podtlak, kterù

ods�v� poìadovanù materi�l. Toto proveden� m� 

n�zkou hlu�nost a nevyìaduje ì�dnù elektrickù 

zdroj.

● Pouìiteln� pro väechny overlocky SH-6000 (v�etn�

SHG, SHF) s ods�n�m a odstÞihem nit� v kombinaci 

se spojkovùm motorem. NapÞ. SH-6003/SS-023, 

SH-6005/US-035, SHF-6004/US-036, 

SHG-6005/US-027 É.

● Operated by compressed air, this air compressor is necessary while using this device.

● Air valve is controlled by foot pedal, and is opened only when the compressed air is needed. Low noise and electricity saving.

● Applicable to all SH-6000 (SHF, SHG) series overlocks with suction type thread trimmer & clutch motor, such as SH-6003/SS-023, SH-6005/US-035, 

SHF-6004/US-036, SHG-6005/US-027 É.

C V - 0 0 6
CV-006: VENTURI DEVICE (ZAÛêZENê PRO PÛIPOJENê NA ROZVOD STLA�EN�HO VZDUCHU)

CV-006: VENTURI DEVICE 
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INDUSTRIAL SEWING MACHINES

CV-006 SH-6004/SS-023/CV-006

CV-007 CTL-4645/UCP-2/CV-007

C V - 0 0 7
CV-007: VENTURI DEVICE (ZAÛêZENê PRO PÛIPOJENê NA ROZVOD STLA�EN�HO VZDUCHU)

CV-007: VENTURI DEVICE 

SH, CT, FT VACUUM

DEVICES



● Ods�vac� zaÞ�zen� slouì�  k ods�n� odstÞiìenùch 

nit� �i odÞezkó materi�lu. 

● Väechny komponenty mohou bùt pÞipevn�ny 

na stojan a pl�t stroje, ��mì je zajiät�na mobilita 

cel�ho stroje.

● Pouìiteln� pro : SH-6003/SS-023, SH-6005/US-035,

SHF-6004/US-036, SHG-6005/US-027, 

CTL-6511, CTL-4711, CTL-6545, CTL-4745 É.

● Mnoìstv� ods�t�ho vzduchu : 0,64 aì 0,75 m
3
/min.

● PÞi objedn�vce pros�m specifikujte nap�jec� nap�t�.

● Waste drum is vacuumized by the blower motor, the suction effect is created at the opening end of the hose.

● All components can be fastened on the table and stand, which is easy for moving the sewing unit in case of required sewing production line relocation.

● Applicable to SH-6000 (SHF, SHG) series M/Cs with suction type thread trimmer and cylinder bed interlocks with fabric trimmer, 

such as SH-6003/SS-023, SH-6005/US-035, SHF-6004/US-036, SHG-6005/US-027, CTL-6511, CTL-4711, CTL-6545, CTL-4745.

● Standard spec: 200W, 100V~250V, air quantity: 0.64~0.75 m
3
/min.

● While ordering, please, specify voltage & phase required.
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VACUUM

DEVICES

INDUSTRIAL SEWING MACHINES

SH, CT, FT

● Toto zaÞ�zen� slouì�  k ods�n� odstÞiìenùch nit� 

�i odÞezkó materi�lu. 

● Väechny komponenty jsou zabudov�ny v jedn� 

mobiln� skÞ�ni. Toto umoìËuje velmi jednoduchou

a rychlou mont�ì k poìadovan�mu stroji.

● Pouìiteln� pro : SH-6003/SS-023, SH-6005/US-035,

SHF-6004/US-036, SHG-6005/US-027, 

CTL-6511, CTL-4711, CTL-6545, CTL-4745 É.

● Mnoìstv� ods�t�ho vzduchu : 0,9 aì 1,1 m
3
/min.

● PÞi objedn�vce pros�m specifikujte nap�jec� nap�t�. 

● Upper compartment of the iron case is vacuumized by the blower motor installed in lower compartment, the suction effect is created 

at the opening end of the hose.

● Blower motor & waste basket are compacted in one iron case. Only minimum space is required. It is very easy to install this device on the sewing 

machine.

● Applicable to SH-6000 (SHF, SHG) series M/Cs with suction type thread trimmer and cylinder bed interlocks with fabric trimmer, 

such as SH-6003/SS-023, SH-6005/US-035, SHF-6004/US-036, SHG-6005/US-027, CTL-6511, CTL-4711, CTL-6545, CTL-4745.

● Standard spec: 250W, 100V~250V, air quantity: 0.9~1.1 m
3
/min.

● While ordering, please, specify voltage & phase required.

S V - 0 0 1
SV-001 : ODSçVACê ZAÛêZENê (MOTOR S NçDOBOU A HADICEMI)

SV-001: VACUUM DEVICE (WITH BLOWER MOTOR, DRUM & HOSE)

SV-001 CTL-6511-0-56M/SV-001

SH-6005-C53-M16/US-035/SV-002SV-002

S V - 0 0 2
SV-002 : ODSçVACê ZAÛêZENê (MOTOR S NçDOBOU A HADICEMI ZABUDOVçN V KOMPAKTNê SKÛêNI)

SV-002: VACUUM DEVICE (BLOWER MOTOR & WASTE BASKET COMPACTED IN ONE IRON CASE)
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